NICS LTD

IR Thermometer

Basic Functions

Range

Best Accuracy

Temperature Range

-32t0 650°C

Display Accuracy +1.8°C or +1.8% -
Repeatability +0.5°C or -0.5% -
Display Resolution 0.1 -
Distance to Spot Size 20:1 -

Response Time

Spectral Response

Laser Power

Wavelength 630 - 670 nm

Display Hold - -
°C / °F Selection v -
Emissivity - -
Temperature Data Hold v -

Power

USB (Auto Double Display Backlight) or 9 V Battery (6F22) -

Laser Switch

Search

Electricity Cut Off Memory

Maximum, Minimum Temperatures

DIF, AVG Temperatures

SESTS S

Double Display Backlight

Sleep Mode

Tripod Mount

Low Battery Display
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IR Thermometer

TEMNMA

General Characteristics

LCD Size 32 x 29 mm
Product Colour Red and Grey
Product Net Weight 270 g

Product Size

169 x 138 x 53 mm

Standard Accessories

Battery, English Manual, USB Cable

Standard Individual Packing Gift Box

Standard Quantity Per Carton 32 pcs

Standard Carton Measurement 510 x 410 x 330 mm (0.069 CBM Per Standard Carton)
Standard Carton Gross Weight 13 kg

*Available at Extra Cost

COMPLIANT

IR PRO Il SERIES 72-823 27*"7 N11019N0 TTIN (0D 1IN
TENMA ;¥

72-823 :DaT

6173651 'm0 V"M

IR NMI019NL TTIN / NMIVIDNL 'TTIN / DT Y'WINI NPT TI'Y MNKR2 DI

S

a

n"va NzanovEIxR 10 R

les@talmir.co.l HT © | 04-8515958 tops | 04-852( q1%0 | 29N B3 TIIXYN T iNAImd

D"V NPINDFR N0 - TNNY TINDTN 73 ©






