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Nominal voltage 12V

Nominal capacity (20 hour rate) 22Ah

Dimensions

Length 181mm

Width 76mm

Height 167mm

Total Height 167mm

Approx. mass 6.55kg

Terminal
M5 threaded post 
Bolt and Nut type

Specifications

Dimensions (mm)

Duration of discharge vs Discharge current

Capacity
(25°C)

20 hour rate
10 hour rate
5 hour rate
1 hour rate

22.0Ah
19.5Ah
17.5Ah
13.0Ah

Internal resistance
Fully charged battery

(25°C)
12mΩ

Temperature dependency 
of capacity (20 hour rate)

40°C
25°C
0°C

-15°C

102%
100%
85%
65%

Self discharge 
(25°C)

After 3 months
After 6 months
After 12 months

91%
82%
64%

Characteristics

For main power supplies.
Cycle long life type.LC-XC1222P

Terminal type (option)

Battery case resin: standard (UL94HB)
Contents indicated (including the recycle marking, etc.) 

are subject to change without notice.

(Wattage/Battery)

(Ampere/Battery)

Watt Table 

Ampere Table 

(250)
(187)
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Charging Method 
Cycle Use Control voltage 14.5 - 14.9V; Initial current 8.8A or smaller

Residual capacity test result
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Discharge

Depth 50%

Discharge

Depth 30%

Ambient Temperature

25  (77 )

Discharge

Depth 100%

Cut off voltage

Discharge current
1.1A - 
4.4A

4.4A - 
11A

11A - 
22A

22A - 
44A

44A - 
66A

Cut off voltage (V) 10.5 10.2 9.9 9.3 8.7

Cycle life vs. Depth of discharge
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Discharge

100%(0.05CA*20H)

50%(0.05CA*10H)

Charge

 Charge Voltage 14.70V

 (2.45V/Cell)

 Charge Current 0.4CA

Temperature (77 )
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Battery Voltage
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Constant-voltage and constant-current 
charge characteristics

Temperature and discharge capacity
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Discharge capacity by temperature 
and by discharge current
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Discharge characteristics (25°C)


