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TOLERANCES UNLESS STATED:
NOMINAL                     0.5
TO 1 DECIMAL PLACE  0.15
ANGULAR                     1

THIRD ANGLE

 

TESTS I, II & III TO BE SAMPLE TESTS.

 

.
I. INSULATION RESISTANCE >10G OHMS @ 1000 VDC.
II. FLASH TEST 8.2kV AC / 11.6kV DC (MINIMUM 1 MINUTE.)
III. LEAD RESISTANCE WHEN JOINED 50-60m OHMS 
                                     
SAFETY SPECIFICATION:
TO COMPLY WITH IEC 61010-031:2008
CAT III 1000V

1 BLACK PROBE TIP

CE

1002-001

LABEL

Megger 1 RED LONG PROBE TIP

8 ITEMS

 

PACK 1 SET

1 RED SHORT PROBE TIP
1 BLACK SHORT PROBE TIP
1 BLACK CROC CLIP
1 RED CROC CLIP
1 BLACK LEAD ASSY.
1 RED LEAD ASSY.
KIT COMPRISES

Ensure lead resistance specified in note is achieved 

CAT IV 600V 

NOTES:

ASSEMBLY DRAWING CROSS 
REFERENCE

PROBE BODY 1001-766
CROCODILE CLIP 1001-767
LONG PROBE 1001-769
SHORT PROBE 1001-770


