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Emergency Stop Switch o
2NO+INC multicomp

RoHS

Specifications

e N | Compliant
Mechanical Life : >0.25 million operations
Electrical Life :>0.1 million operations
Rated Insulation Voltage 1 600V
Rated Thermal Current 1 10A
Insulation Resistance :100MQ
Dielectric Strength 12,500V AC, 1 minute
Panel Thickness :0.8mm to 6mm
Degree of protection 1 IP65
Storage Temperature :-45°C to +85°C
Operating Temperature :-25°C to +55°C
Contact Ratings
Rated Insulation Voltage 600V
Rated Thermal Current 10A
Operating Voltage 24V | 120V | 240V | 380V
AC Resistive Load (AC-12) [ 10A | 10A | 6A 2A
50/60 Hz Inductive Load (AC-15) | 10A | 6A 3A 1.9A
DC Resistive Load (DC-12) | 8A 22A |1.1A |-
Inductive Load (DC-13) | 4A 1.1A | 0.55A | -

Contact Block Mounting Position

Operator Position
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Dimensions : Millimetres
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Emergency Stop Switch o
2NO+INC multicomp

Part Number Explanation

MCA20B -
Type Emergency Stop  Mushroom Standard 2NO+1NC

Part Number Table

Description Part Number

Emergency Stop Switches, 40mm,

2NO+1NC, Red, Without Lamp MCA20B-V4E21R

mult?comp

sales@talmir.codl H"srT | 04-8515958 :ops | 04-8520233 : N9'N 63 TREXYN T NAMI

WY TN 73 ©

COMPLIANT



