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Panel Mount Fuse Holder
Specifications:

Available in 2 Sizes:
Part No. 74−FH5 is for 5 x 20mm Fuses
Part No. 74−FH6 is for 6 x 30mm  and 6.3 x 32mm Fuses

Rating:  10A / 250VAC

Finger−Grip Fuse Extractor Type Knob

1.378
(35.0)

FA−05 (74−FH5)

M13*10

.520 (13.2) Dia.

.083 (2.1)

.303
(7.7)

.343
(8.7)

.472
(12.0)

.335
(8.5)

.496 (12.6) Dia.

.591 (15.0) Dia.

.059 (1.5) Dia.
(2 Places)

.600
(15.2)
Dia.

2.087
(53.0)

.600
(15.2)

.650
(16.5)

FA−06 (74−FH6)
.630 (16.0) Dia.
.709 (18.0) Dia.

M15*10

.425
(10.8)

.452 (11.5) Dia.

.528 (13.4)

In−Line Fuse Holder
Specifications:

Available in 2 Sizes:
Part No. 74−IFH5 is for 5 x 20mm Fuses
Part No. 74−IFH6 is for 6 x 30mm Fuses

Rating:
74−IFH5:  15A / 250VAC / 32VDC
74−IFH6:  20A / 250VAC / 32VDC

Red Wire Leads:  14AWG for the 74−IFH5 and 12AWG for the
74−IFH6
Finger−Grip Fuse Extractor Type Knob

FA−07

.433
(11.0)
Dia

2.114 (53.7)

.689
(17.5)
Dia

3.500 (88.9) Min
(Lead Length, Both Sides)
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Auto In−Line Fuse Holder
Specifications:

Suitable for ATM & ATC Equivalent Blade Type Automotive Fuses
Ratings and Ordering Numbers:

Part No. 74−IFHMA15 is for ATM type fuses up to 15A
Part No. 74−IFHMA30 is for ATM type fuses up to 30A
Part No. 74−IFHA15 is for ATC type fuses up to 15A
Part No. 74−IFHA30 is for ATC type fuses up to 30A

All Types Rated up to 32VDC
Body Material:  PVC (Max. Temperature +105 C)
Red Wire Leads:  16 AWG for 15A Versions & 12 AWG for 30A
Versions

FA−08 (ATM Types)

.472
(12.0)

.984 (25.0)
1.614 (41.0) 3.500 (88.9)

Min
3.500 (88.9)

Min

.354 (9.0)
Dia.

PVC 105 C Black

.965
(24.5)

FA−10 (ATC Types)

1.417 (36.0)

.992 (25.2) PVC 105  Black

1.811 (46.0) 3.500 (88.9)
Min

3.500 (88.9)
Min

1.354
(34.4)

.354
(9.0)

Auto In-Line Fuse Holder w/LED Warning Light
Specifications:

Suitable for ATM & ATC Equivalent Blade Type Automotive Fuses
LED Warning Light when Fuse is Blown
Waterproof
Ratings and Ordering Numbers:

Part No. 74−IFHMAL15 is for ATM type fuses up to 15A
Part No. 74−IFHMAL30 is for ATM type fuses up to 30A
Part No. 74−IFHAL15 is for ATC type fuses up to 15A
Part No. 74−IFHAL30 is for ATC type fuses up to 30A

All Types Rated up to 12/24VDC
Body Material:  PVC (Max. Temperature +105 C)
Red Wire Leads:  16 AWG for 15A Versions & 12 AWG for 30A
Versions
Non−Polarity Limited

FA−09 (ATM Types)

.520 (13.2)LED
1.476 (37.5)

PVC 105  Black

1.142
(29.0)

1.260
(32.0)

3.500 (88.9)
Min

3.500 (88.9)
Min

FA−11 (ATC Types)
PVC 105  Black1.220 (31.0)

1.354
(34.4)

1.575
(40.0)

.354
(9.0)

LED

1.811 (46.0)
1.417 (36.0)

3.500 (88.9)
Min

3.500 (88.9)
Min


