REV'S'ONS DOC. NO. SPC-F005 * Effective: 7/8/02 * DCP No: 1398
ALL RIGHTS RESERVED. NO PORTION OF THIS PUBLICATION,
@ s Pc mE{EHuETR T‘EE WE&%EEES%R vs‘/gw?éETco%éNENEEoEEZE’%DUCED DCP #| REV DESCRIPTION DRAWN| DATE |CHECKD| DATE |APPRVD| DATE
TECHNOLOGY.
2091 A RELEASED JYC 4/7/10 JYC | 4/7/10 | JYC 4/7/10
TECHNOLOGY
SPC—-FO005.DWG
RoHS
N \ Compliant
Length I Width —
Designed for high-temperature applications in severe environmental conditions
SPC Part Length Width Max. Bundle Dia. Min Tensile Strength
Number Package
mm Inch mm Inch mm Inch (kgs) Ibs.
SPC35395 127 5.0 4.6 .187 25 1.0 100 220
SPC35309 201 7.9 4.6 .187 51 2.0 100 220
SPC35310 266 10.5 4.6 .187 69 2.7 100 220 100pcs
SPC35311 300 11.8 4.6 .187 80 3.2 100 220
SPC35312 362 14.3 4.6 .187 102 4.0 100 220
SPC35313 521 20.5 4.6 .187 152 6.0 100 220
SPC35314 127 5.0 7.9 .312 25 1.0 250 550
SPC35315 201 7.9 7.9 .312 51 2.0 250 550
SPC35316 266 10.5 7.9 .312 69 2.7 250 550 100pcs
SPC35317 300 11.8 7.9 .312 80 3.2 250 550
SPC35318 362 14.3 7.9 .312 102 4.0 250 550
SPC35319 521 20.5 7.9 .312 152 6.0 250 550
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