Weller Mains Soldering Irons
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Miniature Well
Series 2000
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Barrel length (excl. tip) = 50, Barrel dia. = 7mm
@ Lightweight miniature mains sol- @ |Ideal for use where precision touch is needed
dering iron @ Supplied with stand
@ Economical @ For Hobbyist and Semi-professional users
@ Comfortable thermoplastic handle

SP Series 1 -ﬁ{:‘;ﬁi

@ Four different models available to cope @ Flexibe cable
with fine soldering through to heavy duty @ For Hobbyist and Semi-professional

@ On/Off indicator in the handle users
@ Heat protected comfortable grip

SP15L SP25L SP40L SP8OL
Voltage Supply 230V ac 230V ac 230V ac 230V ac
Cable Length 1.6m 1.6m 1.6m 1.6m
Overall Length (Including Tip) mm 195 195 210 240
Barrel Length (Excluding Tip) mm 55 55 65 85
Barrel Diameter (mm) 75 95 1 145
Standard Tip Fitted S5 MT1 MT10 MTG20

Therma-Boost Heat Tool
For hobbyist and semi-professional users

Weller
When the Therma-Boost mode is ac-
tivated, the high-performance
30W/130W/230V soldering gun re-
aches its maximum temperature in
less then 45 seconds. In standard
operating mode, it operates with an
output of 30 watts. It is ideal for cut-
ting or processing synthetic materi-
als, foams and styrofoam, as well as
for soldering. When the Therma-
Boost switch is pressed, the red
lamp lights up and an output of 130
watts makes a quick burst of heat
available.

@ Rating 30 watt standard / 130 watt boost

@ Supply voltage 230 V /50 Hz

@ Heat up time to operating temperature 45 sec approx.

@ Maximum temperature 510°C

@ Red and green LED indicators to show standard / boost mode
@ Duty cycle in boost mode 8 seconds

Comprises :
Therma Boost Tool kit part no. TB100 UK ,Set of 6 tips, Safety rest

Instant Heat, 100 Watt Expert Soldering Gun

Weller

@ Multi-purpose soldering gun

@ Fingertip trigger operation

@ Ready to solder in six seconds

@ High efficiency, pre-tinned pure copper tip
Note: This soldering iron is not designed for continuous use.

@ Built-in spotlight illuminates work

@ 240Vac operation

@ |deal for cutting, sealing, pokerwork
and soldering with instant heat

Temperature Controlled - W Series Weller
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60 Watt, W61 and W61E Barrel length (excl tip) = 75, Barrel dia = 11mm
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200 Watt, W201 and W201E Barrel length (excl tip) = 131, Barrel dia = 18mm
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100 Watt, W101 and W101E Barrel length (excl tip) = 96, Barrel dia = 15mm

@ Well balanced lightweight irons @ Fully earthed
@ High thermal reserve @ Fitted with 1.5m burn-proof lead
@ Temperature determined by tip selection @ Suitable for use with transistors, PCBs,
@ Thermoplastic handle heavy electrical connections and even
@ Capacitor is incorporated to improve sheet metal

switch life and prevent interference

@ Compliant
ROHS 4 non- -compliant





