
Waterproof Cloth Gaffer Tapes

Features
• Sealing and insulating applications
• Hole closure, repairing and masking
• Interior and exterior use
• Packaging, holding and bundling

Specifications
• Polycloth adhesive tape
• Coated with synthetic rubber adhesive
• Woven 35 mesh (±2mesh)
• Thickness: 0.17±0.01mm
• Woven polyester and cotton-coated, blended with LDPE
• Colour: Black/ Blue / Brown / Red / Silver/ White / Yellow

Storage and shelf life
Clean and dry in a well-ventilated area, preferably at a temperature between 10°C and 30°C. Stored under these conditions 
shelf life will be a minimum of 6 months.

Part Number Table

Description Part Number
Waterproof Cloth Gaffer Tape, Black, 50mm × 50m MP002182
Waterproof Cloth Gaffer Tape, Blue, 50mm × 50m MP002183
Waterproof Cloth Gaffer Tape, Brown, 50mm × 50m MP002184
Waterproof Cloth Gaffer Tape, Red, 50mm × 50m MP002185
Waterproof Cloth Gaffer Tape, Silver, 50mm × 50m MP002186
Waterproof Cloth Gaffer Tape, White, 50mm × 50m MP002187
Waterproof Cloth Gaffer Tape, Yellow, 50mm × 50m MP002188

https://www.newark.com/multicomp-pro
https://www.farnell.com/multicomp-pro
https://element14.com/multicomp-pro

